
2928 SPEAKER CABLE    CLASSIC CABLES

42 STRAND
The speaker cable that started it all!
Launched as QED’s first ever speaker cable in 1975 and still in the range today.

Specifications

• Wire gauge - 19 AWG
• Figure of 8 construction
• 42 superior grade copper strands
• Available in black or white
• PVC dielectric
• Jacket OD - 5.40mm
• Cross-sectional area - 0.75mm²
• Loop resistance - 0.046 Ω/m
• Capacitance - 49pF/m
• Inductance - 0.75 µH/m
• Dissipation factor - 0.0500

Lengths available

Colour available

Custom length

Black White

Stock codes

C-42/100B  100m reel Black
C-42/100W  100m reel White

100m

79 STRAND
The big brother of the industry defining QED 42 strand speaker cable. The only cable ever to win the prestigious  
“Federation of British Audio TEST OF TIME” Award.

Specifications

• Wire gauge - 14 AWG
• Figure of 8 construction
• 42 superior grade copper strands
• Available in black or white
• PVC dielectric
• Jacket OD - 4.00mm
• Cross-sectional area - 2.50mm²
• Loop resistance - 0.016 Ω/m
• Capacitance - 58pF/m
• Inductance - 0.66 µH/m
• Dissipation factor - 0.0900

Lengths available

Colour available

Custom length

Black White

Stock codes

C-79/100B  100m reel Black
C-79/100W  100m reel White

100m

Our reputation for innovation and technical 
excellence is known throughout the world. 
The latest computer-aided design techniques 
allow our research and development team 
to keep pace with technological advances 
and deliver products that achieve the highest 
levels of performance and reliability.


